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• When connecting to speaker terminals (REAR, CENTER)

• Connexion _ des homes d'encelntes (REAR, CENTER)

• Para realizar la cone xibfl a los terminales para altavoces (REAR, CENTER)

SS_N4901CN2901CN190

SS'ER4901SR2901SR190 I O_O I SS-SR49015R29O/SR190(Right) (Left)
(Droife) (Gauche)
(Derecho) . (Izqulerdo)

Amplifier
Amplifkateur
Ampliflcador

• To use the systems as surround speaker system
• Utilbatlon €omme syst_me d'eflceimes surround
• Para utilizar el slstoma ¢omo aifavoces pedm<)trlcos

SS-CN4901CN2R01CNlgO

m

SS-SR4901SR2gOISR1gO

• TO put the SS-CN4901CN290/CN190 on your TV set,
attach a foot (supplied) to each bottom comer of the
speaker, and make Sum that the speaker is
€ompl_ely flat on top of U_ W,

• Pour Installer io syst6me SS-CN4901CN2901CN190 sur
votre t(_k_vlseur,attachez tin pied (fouml) dans
chaque coin sous I'en_into, et v_ rif iez que I'erKelnte
est bion a plet sur le dessus du tel_viseur.

• Pora r.olocar el SS-CN4g_CN2gO/CN190 sobre su

telev_or, flJele una pata (sumlnlstrnda) a carla
esqulna inferior del slstoma, y Cerciorese de clue haya
quedndo completamente niveledo sobre el televisor.

• TO hang SS-SR490/SR290/SR190 with a hook on the
wall

• Suspension du Syst_me SS-SR490/SR2901SR1g0 mr un
crochet au mur

• Para €olgar el SS-SR490/SR290/SRIgO con un gancho
en una pared

Hook
Crochet
Gancho
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English

• Avoid driving the speaker system continuously with a wattage
exceeding the maximum input power of this speaker system.

• Before connecting, turn off the amplifier to avoid damaging the
speaker system.

• If the +/- connection is incorrect, the bass tones seem to be

missing and the position of the iKstruments becomes obso_re.

• The speaker grille on the SS-CN290/SR290 and SS-CN190/
SR190 cannot be removed. Do not attempt to remove the grille
on the SS-CN290/SR290 and SS_N190/SR190. If you try to

remove it, you may damage the speaker.

In case (olor irregularity is observed on nearby TV screen

Witti the magnetically shielded type of the speaker system, the
speakers can be installed near a TV set. However color irregularity

may still be observed on the TV screen depending on the type of
your TV set.

If color irregularity is observed.,,
Turn off the TV set once, tben turn it on afler 15 to 30
minutes.

If color irregularity is observed again...

Place the speakers more apart from the TV set.

SS-CR490

SS-CN490 (Center speaker)
Speaker system

2-way, magnetically shielded
Speaker units

Woofer 12 cm, cone type x 2
Tweeter: 2.5 cm, balance drive _pe

Enclosure type
Bass reflex

Rated impedance
8 ohms

Power handling capacity
Maxta_um input power 150 watts

Be_siti.Aty level
89 dB(1 W, 1 m)

Frequency range
85 Hz - 20,000 Hz

Dime_sioixs (w/h/d)
Approx. 430 x 150 x 190 ram, not including front grill

Mass

Approx. 4.5 kg
Supplied accessories

Speaker cord 2.5 m (1)
Foot (4)

SS-SR490 (Rear speaker)
Speakersystem

2-way, magne_caliy shielded
Speaker units

Fuji range: 12 cm, cone type
Tweeter: 2.5 cm, balance drive _I_

Enclosure type
Acoustic susperlslon

Rated impedance
8 ohms

Power handling capacity
Maximum input power: 120 watts

86 dB (1 W, 1 m)

Frequency range
85 Hz - 20,000 Hz

Dimensions (w/h/d)
Approx. 170 × 250 x 100 ram, not including front grill

Mass

Approx. 2 kg
Supplied accessory

Speaker cord lti m (2)

SS-CR290

SS-CN290 (Center speaker)

Speaker system
2-way, magnetically shielded

Speaker units
Woofer: 12 cm, cone type × 2
Tweeter: 2.5 cm, balance drive type

Enclosure type
Bass reflex

Rated impedance
8 ohms

Power handling capacity
Maximum inpot powe_ 120 watte

Sensitivity level
89 dB(1W, lm)

Frequency range
85 Hz - 20,000 Hz

Dimensions (w/h/d)

Approx. 380 x 150 x 168 mm, not including front grfll
Mass

Approx. 3.5 kg
Supplied accegsories

Speaker cord 2.5 m (1)
Foot (4)

SS-SR290 (Rear speaker)

Speaker system
Full range, magnetically shielded

Speaker unit
12 cm, cone type

Enclosure type
BasLSreflex

Rated impedance
8 ohms

Power handling capacity
Maximum input power: 100 watts

Sensiflvity level
86 dB (1W, 1 m)

Frequency range
85 Hz - 20,000 Hz

Dimensior_s (w/h/d)
Approx. 190 x 150 x 168 ram, not including front grill

Mass

Approx. 1.5 kg
Supplied accessory

Speaker cord 10 m (2)

SS-CR190

SS-CN190 (Center speaker)
Speaker system

Full range, magnetically shielded
Speaker units

10 cm, cone type x 2
Enclosure type

Bass reflex

Rated impedance
8 ohms

Power handling capacity
Maximum input power: 100 watts

gensifi;dty Level
88 dB (1W, 1 m)

Frequency range
85 Hz - _0,000 Hz

Dimensions (w/h/d)
Approx. 355 x 126 x 126 ram, not including front grill

Mass

Approx. 2.2 lig
Supplied accessories

Speaker cord 2.5 m (1)
Foot (4)

SS-SR190 (Rear speaker)

Speaker system
Full range, magnetically shielded

Speaker unit

10 cm, cone type
Enclosure type

Bass reflex

Rated impedance
8 ohms

Power handling capacity
Maxtalum input power: 80 watts

Sensitivity fevel
85dB(1 W, 1 m)

Frequency range
85 Hz - 20,G00Hz

Dimensions (w/h/d)
Approx. 177 x 126 x 120 ram, not including front grill

Mass

Approx. 1.2 kg
Supplied acc_sory

Speaker cord 10 m (2)

Design and specifications are subjectto change without notice.
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